HSG DC Geared Motors
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Gear Ratio 1/3 ~ 1/200

Product Features
Gear Ratios optimized for motor
High Efficiency
Low Noise & Low Vibration
A wide range of applications
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MOTOR Model SIZE Gear Ratio
25w 104mm 103 ~ 1:18
60W, 90W, 114mm 1:20 ~ 1:200
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Key Spec —

Model Gear Ratio 31365 6 (75| 9 | 10 |[125] 15 [ 18 | 20 [ 25| 30 [ 36 | 40 [ 50 | 60 | 75 | 90 | 100 | 120 | 150 | 180 | 200
Speed
Geared Motor: |(No Load) | P™ 1100| 917 | 660 | 550 | 440 | 367 | 330 [ 264 | 220 | 183 | 165 | 132 | 110 | 92 | 83 | 66 [ 55 | 44 [ 37 | 33 [ 28 | 22 | 18 | 17
HGM8-2524A
N-m 10.19] 023032 (0.39| 0.49 [ 0.58 | 0.65 [ 0.81 | 0.97 | 1.17 | 1.17 | 1.46 | 1.75| 2.10 [ 2.33 | 2.62 [ 3.15| 3.94 (472|525 [ 6.30| 7.87 | 8 8
Gear Head: | Torque
RS0 kgf-om| 1.9 1 23 |32 | 39|49 |58 | 65 |81 |97 [11.7|11.7|146]17.5|21.0 | 23.3| 26.2 | 31.5| 394 [47.2 [ 52.5| 63.0| 78.7| 80 | 80
Speed
Geared Motor: |(No Load) | P™ 1167| 972 | 700 | 583 | 467 389 | 350 [ 280 | 233 | 194 | 175 | 140 | 117 | 97 [ 88 | 70 [ 58 | 47 [ 39 | 35 [ 29 | 23 | 19 | 18
HGMB8-6024A
N-m |049| 058|081 (097|122 [146|1.62[203|243|292|292|3.65(437|525(583]|656(787| 8 [ 8 8 8 8 | 8 8
Gear Head: | Torque
RS0 kgf-om | 49 | 58 | 81 | 97 | 122|146 162 [20.3 [ 24.3 [29.2| 29.2 | 36.5| 43.7 | 52.5 | 58.3 | 65.6 | 78.7| 80 [ 80 [ 80 | 80 | 80 [ 80 | 80
Speed
Geared Motor: |(No Load) | P™ 1100| 917 | 660 | 550 | 440 | 367 | 330 [ 264 | 220 | 183 | 165 | 132 | 110 | 92 | 83 | 66 [ 55 | 44 [ 37 | 33 [ 28 | 22 | 18 | 17
HGMB8-9024A
N-m |0.73| 0.87 | 1.22 [ 1.46 | 1.82 [ 2.19 | 2.43 [ 3.04 | 3.65 | 437 | 437 | 547 6.56 | 7.87 | 8 8 8 8 | 8 8 8 8 | 8 8
Gear Head: | Torque
RS0 kgf-om | 7.3 | 8.7 | 122 | 14.6| 182 |21.9 | 24.3 [30.4 [ 36.5 [43.7 | 43.7 | 54.7| 65.6 | 78.7| 80 | 80 | 80 | 80 [ 80 [ 80 | 80 | 80 [ 80 | 80

Green color indicates that the output shaft of the geared motor rotates in the same direction
as the output shaft of the motor. Others indicate rotation in the opposite direction.
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